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I . INTRODUCTION

Mass detonation of explosives stores is of considerable concern in
handling, transportation, storage, and battlefield use of munitions.
We have undertaken studies to understand the mechanisms of mass detona-
tion and to develop techniques for reducing the severity of the
phenomenon. The results of our efforts in these areas are the subject
of this report.

II. BACKGROUND

In November, 1973 the Ammunition Equipment Office of Tooele Army
Depot published a report on a series of tests they conducted for the
Department of Defense Explosive Safety Board1 . These tests were designed
to determine the effectiveness of reducing or preventing propagation of
mass detonation between class 7 stores by interspersing them with class
5 (or lower) stores. The class 7 stores are defined to be "mass
detonating" 2 . Examples are the Army 155mm, 175mm 8-inch shell, M-15
mines, and the Navy's 250 lb, 500 lb, 1000 lb and 2000 lb bombs. Class
5 stores (and lower) are not considered to be "mass detonating". Ex-
amples are small arms ammunition, 90mm cartridges, bagged propellant, etc.
Twenty tests were conducted; nineteen main tests and one calibration
test. Tests ranged in size from a preparatory test involving 8 boxes
of 90mm cartridges stacked in the open to the final test involving 33
milvan containers filled with a total of 143,764 kg (316,947 1b) of
explosives (unless otherwise noted, propellant weights will be included
with the explosives. Thus, in the test alluded to above, 23,875 kg
(52,635 lb) of the 143,764 kg (316,947 lb) total were propellant). The
first eight tests were essentially preparatory tests used in the design
of the test sequence, and no further attention will be given to them
here. The remaining twelve tests will be examined with some detail, as
considerable insight can be gained from them, in spite of ambiguity
introduced as a result of the test design.

Tests #9 through #20 were conducted in the following way. Several
milvan containers were stuffed with various types of munitions and
placed below ground level in the same configuration as might be en-
countered in a container ship. (A milvan is a trailer type container
with dimensions 2.4m x 2.4m x 6.1m (8' x 8' x 20'). in containerized
munitions shipments, the milvan was planned to be the smallest non-
reducible unit. The decision to rely upon the merchant container
reservoir in time of mobilization has made the milvan sized unit some-
what academic). One or more of the milvans (hereafter referred to as
the donor) was initiated by detonating one or two of the munitions

'Parkinson, A., and Smith, K., "T-205 Milvan Container Storage Tests,"
Final Report, Nov. 1973, Tooele Army Depot.

2 '%rnition and Explosives Standards," TM 9-1300-206, DA 1973.
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within it. Dhe rest of the containers were filled with clas's 5 stores
(buffer containers) or class 7 stores (acceptor containers). The
buffer containers were placed between the donors and acceptors. Earth
was not emplaced upon the tops of the test containers nor between the
containers. A schematic of a typical test configuration is shown in
Figure 1. (.round shock, air shock and crater volume measurements were
made on each test. Data are tabulated in Table 1.

Various criteria can he used to determine the effectiveness of the
buffers. The distance of a specified blast overpressure versus the
mass of explosive in the test should be an effective criterion, as
reduction of blast was one of the primary reasons for conducting the
T-205 tests. Figure 2 shows the mass of the explosive contained in
each test versus the distance at wich a 8,3 kPa (1.2 psi) overpressure
was measured. The 8.3 kPa (1.2 psi) value was chosen because that was
the pressure level reported in the T-205 test report. Reference 3 may
be consulted if it is desired to derive damage radii for other levels
of damage.

The solid line in Figure 2 is a reference line derived by using
llopkinson-Cranz scaling with test #20 as a reference point for a mass
detonating source.* This reference line gives the values of distance
(for the 8.3 kPa (1.2 psi) level) which would be obtained if the entire
amount of explosive in each test were to detonate en masse; test data
which deviate from this line did not detonate en masse. By dropping
along the vertical to the solid line from any test point, one can find
the amount of explosive in any test which contributed to the airblast.
One should be very careful in inferring a buffer effectiveness from
these data: test ;I7 had no buffering!

The test data are replotted in Figure 3. In this case, the ordinate
expresses the weight of explosive contained in the donor charge only,
rather than the entire explosive weight in the test. The solid curve
then describes the distance at which a 8.3 kPa overpressure would be
measured if t.co donor charge, and the donor charge only, detonated in
a manner which contributed to the airblast. In all tests except 0l7,
the yield was greater than that expected for the donor alone; the
buffer and acceptor clearly participated in the event. Test N17 had no
buffer and evidentl not all of the explosive detonated.

Il tna. noor ,j',q Pc,_•,,.,n Ha?. . z~o :o "• " " A
ill A.%!,':' AMCT-706-I,ýl (1914,).

1t t did not dc tonate cn masc ou :n.'n :. of' the' f!is "7
Sof tOe -tIthSt bomb, th,:1: ZAc ,"irk- a'.a dcro,:,-

S i'oI on"c oy t-wo Z1b ak ~rf'a h :'~to;~'a!c

I Izto'iat on t'blat ,cOord e, Ur,'cd h';, a t20 rht' Z'f'tj'o U1'O nt Not-
t~zar moe~J-t ,f-crtz' HE p'art £oS'patexi In thk- IZet C:','nt, thuez'"':t

'uP { •cye aS ,I cudc stanai1d.
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Two points are plotted for test #19, which was the largest test in
the series and was the "proof of tile pudding". The test layout is shown
in Figure 4. In the T-205 final report, it is stated that test #19 had
two milvans of bombs serving as a donor charge, From the figure, this is
clearly incorrect and we must consider the donor as composed of twelve
milvans of bomb:;, as any acceptor next to the donor acts as part of the
donor. Both values are plotted in Figore 3, with the 12-milvan donor
value in parenthesis. On the basis of either value, it is unjustified
to infer that the buffer vans served any useful purpose. The 8.3 kPa
distance for test #19 corresponds to an explosive charge of 124738 kg
(275,000 lb). The test had a total of 143,7b5 kg (316,947 lb), which
means that 19,051 kg (42,000 lb) or 13%, did not participate. (A 13%
change in yield corresponds to only a 4% change in damage radius).

The mass of explosive included in each test versus the crater volume
is plotted in Figure 5. Crater volume scales as the energy of the"i.source, and we should expect the data to correlate well with the ilast
data. In general this was the case, although there was considerably
more scatter in the crater volume data. (Generally the test data falls
to tile left of the line because the en masse detonations do not involve
100% of the total explosive present. Reference the next paragraph.) It
is felt that the crater volume data do in no way vitiate the conclusions
arrived at from consideration of the airblast data.

The results of the T-205 tests permit some important and interesting
k'onclusions. In practically every test, some munitions were recovered.
While the number of recovered rounds is not a useful diagnostic*, it is
important to realize that not all the munitions reacted in the test
ev nts, even under admittedly severe conditions. Thus, it may be that
apl.ý-opriatc shielding, spacing, reconfiguring, etc will permit consider-
abI reduction in the tendency to detonate en masse.

'le buffering, as used in the T-205 tests, was inadequate. It may be
that ;ome buffering effect occurred, and careful statistical analysis of
tile a. 'blast data might show this. However, the effect is too slight to
be important. Above the container level, with containers using existing
stuffing and packaging procedures, there appears to be no easy way of
generating an acceptably safe container stacking configuration without
going to prohibitively large container separation distances. If one
assumes the thickness of buffer required between donor and icceptor must

"tBakc,, W., Weston, P., ZDodgc, Y., "Smirila, b ty Me thods Nn YpXg~zeerin,

T'ynamica," bp,artan-Ha!yden, Rodiy 1l,? Park, N.J. (1973).

*A'.- ,• u •bscotuctnt to the nkase detonatr on, such ae cookoj'f, would reduce

the nuzmb•r, of rmunitiokw, recovr7erCd (tb i'. happened in tent #10, for'
excuamnp,7.). Paortial detonation of the donor charge m-ightt [icn!asc the
nuztmbr of munitions recovi'erd, q,7iIg an unrealistically high value to
bu*ffer penfoirance (s.e test 15, where cle-,ly the donor did not detonate
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be as great as the thickness of the donor, then for a donor of one
munitions-filled container, seven buffer containers are required. (This
is based upon assuming a rectangular array of containers, with donors
and acceptors placed to exclude side, edge and corner contacts).

The use of 90mm cartridges as a buffer material has been criticized.
The point was raised that, with a strong stimulus such as from the 500
lb bombs, the 90mm cartridge would react and provide a vehicle for
detonation to propagate through the buffer. To check this point, we
had Tooele Army Depot conduct an additional test which replicated test
#9 of the T-205 with the exception that, in place of live 90mm ammuni-
tion, inert rounds (with the same total mass and area) were used as the
buffer. A milvan of 384 MIS mines served as the donor charge, and
another milvan of mines served as the acceptor. Two mines were used to
initiate the donor charge. One hundred eighty mines were recovered,
part of which may have been from the donor. Comparative data for T-205
test #9 and this test are shown in Table 11. In this test, the fragment
initiation mechanism was precluded both by the use of inert rounds and
by staggering them in the buffer, thus fragments from the donor could
not penetrate to the acceptor. Thus, the fact that fifty percent or
more of the acceptor detonated clearly shows that the large scale crush-
ing is an extremely important mechanism.

Table I. Comparison of Tests using Live and
Inert 90mm Cartridges

T-205 #9 Expl. Wt kg (lb) Replica

Donor 384 ea M15 Mines 3963 (8736) 384 MIS Mines

Acceptor 384 ea M15 Mines 3963 (8736) 364 M15 Mines

Buffer 600 ea 90mm Cartridges 2574 (5676) 600 ea Inert 90mm
Cartridges

Recovered 36 ea 90mm 180 ea M15 Mines

0 ea MIS Mnies 31 ea Inert
Cartridges

Crater Size 31m x 29m x 6m 29m x 27m x 5,2m
(102' x 96' x 20') (96' x 87' x 17')

A major complication introduced by the crushing mechanism is that
crushing depends upon the total impulse delivered to the target, pro-
vided that a threshold pressure (the yield stress) is exceeded. The
pressure and impulse delivered to a munition in a matrix, from a wave
propagating through some sort of buffer material should obey Hopkinson-
Cranz scaling. Thus, if one doubles the radius of the donor charge one
can maintain the same peak pressure by doubling the separation distance
of the acceptor from the donor. However. the impulse delivered to the

18



acceptor will still be twice as great. Thus, protecting against crush-
ing as a propagation mechanism becomes prohibitively difficult as donor
charge size is increased. Furthermore, the crushing of explosives can
lead to ignition and buildup to detonation at very low stress levels,
compared with those required for shock initiation.

The conclusion that the maximum acceptable donor charge is smaller
than that containable in a standard container, coupled with the con-
straint that the smallest logistical unit be a container, requires that
measures be taken to insure that detonation cannot propagate through a
container. For this reason we have pursued investigations of the
mechanisms of round-to-round propagation and techniques for reducing the
probability of round-to-round propagation.

Ill. MECHANISMS OF INTERROUND CONVIUNICATION

The detonation of a munition within an array as encountered in
palletized or containerized stores creates an environment which includes
fragments with a wide range of masses and velocities, and blast loading*
with peak pressures and impulses (which at a given distance from the
source are strong functions of donor charge mass). Thermal loads
typically persist for milliseconds if only the donor charge participates,
but can last for orders of magnitude lon - if pallet material and other
fire sources participate. Detonation and violent reaction can propagate
as a result of any of the above stimuli. Both fragment impact and the
detonation product loading can cause detonation of the acceptor rounds
in times short with respect to significant attenuation of the donor
charge shock wave - hence the term "mass detonation". Propagation of
detonation or violent reaction by thermal loading - "cookoff" - is much
slower. Cookoff will not he addressed in this report.

A. Initiation of Violent Reaction or Detonation by Fragment Impact -

The Classical Shock Initiation Regime

The impact of a steel fragment upon an explosive charge produces a
response in the explosive which depends upon the nature of the explosive,
the confinement or, if unconfined, the size of the charge, and various
fragment characteristics. At high impact velocities which produce strong
shocks within the explosive, initiation of detonation occurs by a
classical shock initiation mechanism**. When fragment impact

*ast Zoadir isused here in a generic sense. It includes the loading
developed by impact of explosive products at small distances from the
donor charge as well as airshock loading.

**Classical shock initiation is defined as single transit shock initiation.

The impacting projectile generates a strong shock which induces reaction
in the explosive sufficiently rap-idly to feed energy into the shock
wave. Because of the additional energy, the ehook accelerates. This
process can continue until steady-state detonation is reached. It is
the dominant mechanism involved *n tests like the large and small gap
test, and flyinu pkrte experiments on bare charges.

I19



"experiments are performed on bare charges, or charges with a cover
plate, the only mode of initiation observed is classical shock initia-
tion. This is because, when the charge fails to detonate, it breaks
apart; the explosive is scattered, and the event is recorded as a non
reaction.

Gittings has shown that, for PBX 9404, the duration of the input
shock required for initiation is a function of the shock pressure'.
Walker and Wasley have expressed the functional dependence in terms of
a critical energy criterion6 . The criterion states that detonation
results when a critical amount of energy per unit area is delivered to
the explosive. The criterion may be expressed by the equation,

Put = const

or

-' p2 t

-- j = constS~P U
0

where

P is the peak pressure

u is the particle velocity

t is the shock pulse width

"p 0 is the initial explosive density

U is the shock velocity in the explosive.

When U is slowly varying, the criterion may be approximated by

P t = const.

Further discussion of this is given in Reference 7.

5 Gittings, E., Fourth Symposium (International) on Detonation,

Sacramento, 1970.

6Walker, F., and Wasley, R., Explosivstoffe 17. 9, (1969).
7Howe, P., Frey, R., Taylor, B., and Boyle, V., Sixth Symposium
(Internationa"l on Detonation, San Diego, (1976) p. 8, if.
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Frey has shown that the critical energy criterion can be applied to
fragment impact initiation of detonation in the regime where initiation
occurs by the classical shock mechanismP. He noted that the pulse
duration, t, is controlled by rarefactions reaching the shock front and
used that observation to compute values of Put for Dewey and Slade's
data 9 . For bare charges and charges with cover plates, t is calculated
using the sound speed in the metal predicted by Jacobs' formula 10 :

U

where C is the sound speed, and s is a Hugoniot parameter determined by
fitting the curve U = a + su, to experimental equation-of-state data.

For right circular cylindrical projectiles impacting normally, the
controlling rarefactions are centered on the periphery (for projectile
length/diameter ratio greater than 0.5) of the impacting surface or
(for L/D < 0.5) on the back barfaco of the projectile. Using this

reasoning, Frey showed that a plot of versus threshold impact, V,

velocity should be linear for L/D > 0.S fragments. His approach is
straightforward: Jacobs' formula predicts that the sound speed, C,
varies as u. The time required for a rarefaction to reach the shock is

D
proportional to b--7, or thus proportional to D/u. Since, from the

conservation equations. P = P0 uU,

Put = constant

implies

p u2D = constant.

Since u is proportional to V. one has

p V2D = constant.

Dewey and Slade's data for the bare charge initiation of detonation are
plotted in Figure 6. Althyiýh not apparent from this figure, the data
are quite linear in the D-1  versus V plane, corroborating the think-
ing outlined above.

8 Frey, R., Mclani, G., Chawia, M., and Tri.mble, J., Sixth Symposium

(Internitional) on Detonation (1976) p 329 ff.
9Dewey, J., and Slade, D., BRL Report No. 1021 (1957). (AD #145868)

S0AI.Ison, F., BRL Report No. 1294 (1965). (AD N477154)
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B. The Effect of Confinement

When the explosive charge is heavily confined, as it is in shell*,
modes other than classical shock initiation become determinants in
establishing threshold criteria. While for bare charges one normally
observes either detonation or no reaction, confinement permits a
continuum of responses ranging from no reaction; ignition** with sub-
sequent extinction of burning, initiation of sustained burning, violent
reaction, and detonation. The time for initiation of detonation by
classical shock initiation is usually of the order of 10 usec. The
time to explosion or violent reactions which cause breakup of the casing
into small fragments are usually of the order of hundreds or thousands
of microseconds.

Reeves has published data on the initiation of Composition B loaded
shells subjected to fragment impact 1 . His experiments used steel,
right circular cylindrical fragments with L/D = I. Impact points were
just above the bourrelet which, in most shell, is the thinnest part of
the casing. His data for 105mm HE shell are presented in Figure 7. He
made no distinction between violent reactions and detonations,

Frey has made calculations of the mass and velocity of fragments
required to initiate detonation 50% of the time8 . He used the critical
energy criterion and assumed that the pulse duration was determined by
the time for rarefactions to reach the shock front. The effect of the
casing was considered by correcting for the speed of sound in the steel.
His predicted curve and Reeves' data are shown in Figure 8. The predict-
ed curve is a good measure of what the detonation threshold would be if
it occurred as a result of shock initiation. Note that the heavily
confined Composition B is susceptible to explosive reactions under con-
ditions where the classical shock mechanism cannot be operative.

This author has sponsored work at New Mexico Institute of Technology
to extend Reeves' data on Composition B loaded UJSmm shell to larger
fragments 1 2 . The same test conditions were used, as in Reeves' work.
The data, with Reeves' data, are plotted in Figure 9. Note that the
data base covei nearly three orders magnitude change in mass. The
data are presented in Figure 10 in the D-1/ 2 versus V coordinate system.

VFor purposes considered here, even the Army's 105mn HEP round, which
has a relatively thin skin, is "heavily confined".

"*The words "ignition" and "initiation" are used quite precisely here.
"Ignition" is taken to mean establishment of exothermic chemical
reaction. "Initiation" is taken to mean establishment of some response
beyond ignition, eg., initiation of detonation, or initiation of
violent reaction.

"1lReeves, H., BRL Report No. 2031 (1971).

"12 CoZlis, D., private comm•nication.
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II
Note the non-linearity of the data in this plane, indicating that the
critical energy criterion is not applicable. Published literature
contains no theory which adequately explains the data. This topic will
be discussed further in the next section of this report.

IV. INTERROUND COMMUNICATION

The results of several investigators provide important clues regard-
ing the mechanism of interround communication. Afanase'ev and Bobolev
have generated evidence that during impact under drop weight test con-
ditions, the explosive fractures prior to reaction

3 . These authors

suggest that ignition occurs as a result of energy released at sliding
surfaces. Heavens et al., have conducted additional studies of the
response of thin layers of explosive to drop weight impacts 1 t Their
strain gauge measurements showed peak loading pressures of 0.5-1.0 GPa,
with durations of loading 300 - 500 wsec. These authors found that the
impacted explosives underwent severe plastic deformation. In all
instances, ignition occurred only after plastic failure of the sample.
This plastic flow takes place once the yield strength, P , of the layer
is exceeded. The von Mises yield criterion applied to a/thin layer is

P =+
y y 3 )

where o is the uniaxial tensile stress of the material, d its diameter,
and w i~s thickness. It predicts that the greater the diameter and the
smaller the thickness of the sample the greater the failure stress.
Heavens1 4 points out that this result is consistent with available data
on the effect of sample size.

Napadensky has examined the response of unconfined explosive
cylinders of several kilograms weight to large mass, low velocity
impact by steel plates 1 5 , Her e•periments were designed to subject the
samples to a relatively slow crushing process; initiation of violent
reaction oc urred at much lower impact stress levels than required for
shock initiation. Her results are not entirely consistent with those of
Heavens et al. The impact velocity required to initiate violent reac-
tion increased with increased sample length and decreased with increased
diameter in her experiments,

"1 3Afanase'ev, G., and Bobolev, V., Daktad. Akod. Nauk SSR, 138, 886
(1961).

14 Heavcns, S., Field, J., Proc Royal Soc., A3_3 77 (1974).

1 5Napadens•ky, "H., Fourth Sym-.p• -osium (International) on Detonation,
Sacromento (1970).
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The apparent discrepancy may be explained in the following way: In
H1eavens experiments, the impact velocities were quite low, and the
emphasis placed by the experimental design was upon ignition. After
fracture of the samples, rapid deformation occurred; but the criterion
for ignition was that fracture occur. In Napadensky's experiments, the
impact velocities were much higher, and fracture always occurred. Thus,
ignition most likely occurred also. However, ignition without violent
reaction was not observable, as the samples were always destroyed. The
dependence of Napadensky's results on length and diameter of the charge
can be explained by noting that the shear deformation (and rate of
deformation) for a given impact velocity increases with increasing sample
diameters and decreasing length 1 6 . If the explosive response is con-
trolled by the degree and/or rate of deformation, this would explain
the trends. (Note that the rate of reaction increases with decreased
particle size in a grain burning reaction7 . Thus, deformation and
breakup of the explosive would markedly accelerate reaction. Similarly,
large rates of deformation would favor formation of additional ignition
sites due to frictional or viscous heating.) Whatever the details of
the mechanism, it is clear that, at impact velocities of interest here,
deformation of the explosive plays an important role in initiation of
violent reaction.

All of the above work was =onducted upon unconfined explosives.
Frey has made pressure measurements in confined charges subjected to
weak shock loading typical of fragment impact conditions 8 . His measure-
ments were made in heavily confined Composition B targets. Manganin
stress gages and constantan strain gages were imbedded in the explosive.
A typical result is shown in Figure 11. The pressure rises slowly at
first, but increases rapidly after exceeding a certain value. The time
at which the pressure increases rapidly coincided with the time at which
significant strain occurred. This provides additional evidence that
runaway reaction occurs as a result of significant deformation. We use
these conclusions and some additional assumptions to generate a simplis-
tic model of interround communication.

All data to date indicate that the conditions for violent reaction
or detonation are*

- ignition

sufficient deformation to accelerate
burning

- sufficient confinement to get a runaway
reaction or explosion

"16 Frey, R., private comnunication.
*Classical shock initiation is excluded from consideration, as it
requires much more severe loading condttions than are necessar? to
cause violent reaction.
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and "no reaction", as evidenced by post test examination, will result
if

- ignition did not occur

or

- if adequate deformation did not occur

or

- if sufficient venting occurs as a result
of casing fracture or perforation to
quench the reaction.

For construction of a model, the following specific assumptions are
made.

1. Axial variations in casing thickness and radius can be
neglected.

2. The acceptor warhead casing motion can be treated as the motion
of a thin shell, the thickness of which corresponds to the warhead cas-
ing thickness at its thinnest point*.

3. Strain in the explosive is determined by the casing deformation.

4. Ignition occurs as a result of the stress in the explosive
exceeding some critical value.

S. Once ignition occurs, a critical strain in the explosive must
be exceeded in order to attain a violent reaction.

The degree to which assumption 1 is met varies considerably from
shell to shell. The 105mm HEP warhead meets it fairly well. This war-
head has a zone approximately 20 cm long, extending from the rotating
band toward the nose, in which both radius and wall thickness are
relatively constant. The 105mm HE shell has a zone approximately two-
thirds of its length for which it is cylindrical, also. However, its
wall thickness varies considerably. The 155mm and 175mm shell have
constant radii over less than half their length. The reasons this
assumption is made are twofold: It permits application of an analysis
of the motion of right circular cylinders made by Huffington, and it
permits one to simplify greatly the treatment of explosive product load-
ing upon neighboring shells 1 7 .
*For nearly all shells, this point occurs just above the bourrelet, which
is also the point where the most severe loading occurs. Shells which
are thin enough to be treatable by thin shell theory still provide
enough confinement to the explosive to modify its post ignition response.

17 luffington, N., J of Engineering for Industry, Trans ASME, p 1311,
Nov. 1975.
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There are two parts to assumption 2. It is assumed that the thin
shell analysis of Santiago1 8 can be applied to shells with diameter/wall
thicknesses ratios (D/h) of interest here. This is probably not a bad
assumption, although most warheads are at the outer limit of applica-
bility of the theory*. The second part of this assumption is that the
casing response correlates well with the casing response of a uniform
thickness cylinder. Probably this assumption would break down if
quantitative deformations were required. Since we require only correla-
tions between different shells, it is deemed adequate.

Assumption 3 is realistic, in view of the fact that the explosive
is very weak in comparison to the steel. Thus, elastic deformations in
the steel (for example) will produce plastic deformations in the explo-
sives.

Assumption 4 is consistent with assuming that the reaction rate is
strongly temperature dependent, i.e., a critical ignition temperature
exists. While the measured ignition temperatures for most explosives
are not truly constant, they are very slowly varying functions of
pressure, etc. and this assumption is reasonably valid.

Assumption S has the weakest supporting evidence of any listed here.
Qualitatively, available data support this assumption, but little
quantitative data exist**i 8 ,1 4 .

A. The Response of The Casing

IHuffington, in his parametric study of the response of structural
shells, looked at the effect of geometry, loading, and material prop-
erties for the specific case of a fixed end cylinder subjected to a
"frontal cosine" distribution of impulsive loading. The geometry is
shown in Figure 12. The mathematical formulation is non-linear in the
equations of motion, non-linear in the elastoplastic stress-strain
relations, and non-linear in the strain displacement relations. The
shell was assumed to be thin (D/h >> 1) and of uniform thickness, and
Kirchhoff's hypothesis is applicable. (Kirchhoff assumed that the
deformation of the shell is such that particles located on a normal to

""8Santiago, J., BRL Report No. 1571, (1972). (AD #740742)
4*Huffington studied D/h of 50, 100, and 500. He believes the theory is
not applicable much below 50. Typical warhead values are 10.3
(105nm HE), 26 (105mmt REP), 7.87 (D0wm HE), 10.84 (155inm HE).

"**Extinction of reaction, due to casing failure or perforation, has been

a problem during testing, as it can lead to erroneous conclusions as
to whether reaction occurred. In some fragment impact tests, where the
fragment perforated the case, there was no post-test evidence of reaction.
However, high speed photography clearly showed transient burning of the
explosive. Such reactions are masked in interround communications tests
by the fireball of the donor charge.
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a reference surface remain on that normal during deformation, and their
distance from the reference surface remains unchanged! 8 ). An elastic,
perfectly plastic model was used, with a von Mises yield criterion. The
functional dependence of the radial deformation was expressed as

r = f(D, L, h, E, v, co, Co, io, t)

where

r = radial deflection,

D = midsurface diameter,

L = length,

h = casing thickness,

E = Young's modulus,

v r Poisson's ratio,

0 32 uniaxial yield stress,

i = peak impulse density,

t = time,

C 0 = longitudinal wave speed.
J0

These parameters were expressed in terms of seven non-dimensional ratios:

T1 = rD = non dimensional radial deflection,

=2 L/D = length to diameter ratio,

i C
03 = 0 0= a scaled impulse density,

3 Eh
114 = D/h = diameter to thickness ratio,
7r5 = E/ao = ratio of Young's modulus to

yield stress,

T6 = v = Poisson's ratio,

ct
0

117 = D = time scaling parameter.

The behavior of the solution was explored by varying one r term at
a time, holding others constant. This parametric analysis neglected
transient responses; i.e., the seventh iT term was omitted. A standard
case, with moderately large deflections and elastoplastic response was
chosen, with r - values (72, T,. n4 , U5' T6) = 1, 0.02916, S00, 238.6,
0.30. These values were chosen because w2 and 14 are typical of missile
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and reentry vehicles, 73 corresponds to io = 400 Pa.s applied to a thin
(1.016mm) aluminum cylinder, and r,, and r6 are appropriate for 6061-T6

S~alloy.

Huffington's results pertinent to this model are shown in Figures
13 and 14. Note that both the maximum response, rI and the residual
response Ri are strong functions of the impulse intensity and that these
functions are only weakly dependent upon R2 and r4. This weak dependence
of r' upon '2 (= L/D) and n4 C - D/h) for a range of 12 which brackets
q2 or borders r4 conventional artillery shell, indicates that assumption
3 is well founded at least with respect to shell response; that is

g C'3)"

As stated earlier, we have assumed that ignition occurs as a result
of exceeding a critical stress level in the explosive. This stress
level is usually exceeded as a result of fragment impacts in the casing.
A plot of the pressure generated in Composition B versus the impact
velocity of a steel, aluminum, or polyethylene fragment is shown in
Figure 15, where attenuation of the pulse due to rarefactions and
divergence are neglected. The minimum pressure for ignition of confined
Composition B by fragment impact is unknown, but it is estimated to be
2 GPa for munitions interactions.*

The post ignition response of the explosive can be considered as a
tradeoff between increasing internal pressure as a result of chemical
reaction and depressurization as a result of casing perforation by a
fragment, or casing rupture. Any condition which increases the chemical
reaction rate of the explosive will favor violent reaction. Thus, heavy
confinement, decreased particle size both tend to produce violent re-
actions. The latter factor is the basis for choosing a deformation
criterion for violent reaction. The assumption is that, for a given
explosive with a given confinement, violent reaction occurs when a
critical energy release rate is exceeded, and the energy release rate is
strongly a function of the degree of deformation to which the explosive
is subjected.** Figures 13 and 14 show clearly that the radial deforma-
tion (Ti) of a thin shell impulsively loaded is proportional to i/h (n3).
Thus, assumption of a critical deformation for violent reaction is
tantamount to assuming a critical value of i/h.

*Under high rates of deformation, the stress level required for ignition

approaches zero - see Susan test data, for example 1 9 .
"**The rate of deformation should also be imnportant. For example, Frey

has suggested that intergranular motion causes viscous or frictional
heating, and the temperature rise is a function of the relative veloc-
ities of the grains. Thus, secondary ignition sites can occur within
the explosive, as a result of rapid deformaticn1 6 .

1 9 Dobratz, B., UCRL 51319, Univ. of Calif., (1972).
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A series of experiments was sponsored by this author to determine
the 5O% threshold separation for violent reaction of various warheads
subjected to the loading from a deliberately detonated donor warhead.
The test setup used is shown in Figure 16. The level of reaction of the
acceptor warhead was determined by inspection of the fragments and by
examination of the 2.5 cm thick steel witness plate. The criterion for
a violent reaction was that the acceptor perforate the witness plate.
Thus, for this instance, no significant distinction is made between
violent reaction and detonation. Test results and calculated data are
presented in Table 111. Fragment kinetic energyiarea E, and momentum/
area, P, were calculated using the Gurney velocity formula for cylin-
drical charges 2 0 given by the equation

V = (2E,)/ M 1

where

V is the fragment velocity,

V'2E* is the Gurney constant (values
are presented in Table 111),

M is the mass of steel casing,

and C is the mass of explosive.

Thus, the areal fragment kinetic energy delivered to the acceptor is

given by

E 2E* M E * M
M I M 121TR[I- + 'I 7nR[IE+ il

where R is defined by Figure 16, and

1/2

where P is the fragment momentum per unit area. The values of i. are
proportional to the impulse delivered to the acceptor by the donor
explosive, and were calculated in the following way:
2 0Henry, I., "The Gurney FormuZa and Related Approximations, " a presenta-

tion to the A,*e.ran OY-In.•e Ass'n, April (19137), DDC AD 813398.
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'llb I cŽ I I I Values of (;urney Constants for Variou.; lixplosives*

ExIos ivv'___/i*JMS

Ba rat ol 33I W 1 . 'T , bT74 BA(NO3 ) 1585

Tritonal 201 Al, 80% TNT 2195
w

T[NT 2438

IIBX- 1 11%w "!'NT, 67%, Comp B, 171, Al, 5% D)-2 Wax 2409

CompH B 40% , TNT, 001, Rl)X 2t,82w

Cyc lot ol 30I TrNT, 70o, RlIX 2701w

25% TNT, 75% RDX 2" 13w

Comp A- 3 9% w wax, 91% RI)X 2743

RIX 3% wax, 97% )RDX 2835

100%"I RIX 2835

Black plov.,kor 10% S, 1i ",. C, 741, KNO.. 945w

Alt-a J'i%)r h'Jji ':nz•ef::".
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The specific kinetic energy of the explosive products, E11E, is
given by

E} V -H E 2

EHEs2

where VHE is the average product velocity. EHE is proportional to the

Gurney E*, so

and the areal impulse to acceptor casing thickness ratio

2 ,E-'
S0Rh

where Ro is the radius of the explosive charge, and h is the wall thick-
ness of the acceptor. Thus the critical deformation condition implies
that

2Ro 2E
h vs R be linear.*

The data are plotted in Figure 17.

A regression analysis of R onto each of the parameters in Table IV
was made, and the correlation coefficients are shown in Table V. Note
that R correlates extremely well with i/h, but does not correlate
significantly with any of the fragment parameters.

For predicting the 50% threshold separation for RDX bared explosives,
the scaling law follows:

where R is the known threshold separation for a warheadpqfr, thh donor

of which has a charge radius Rft and a Gurney constant 12E1, and tne
acceptor of which has a walt tckness h7. B2 , 1'0 , h., and v2 are
the corresponding parameters for the unknown.
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Table V. Correlation Coefficients for Regression
of R on Various Parameters

R E P L 11/h P/h i/h

R 1.000 0.158 -0.548 0,524 0.557 0.227 0.960

A priori, one would expect that the major contribution to the
initiation of the acceptor would be made by the fragments from the
donor. Fragments are much more efficient than airshock or explosive
products at delivering energy to the target, and peak pressures generated
in the target are much higher from fragment impact than from explosive

products, due to the fragment's much higher shock impedance. Thus, itwas quite startling that there was negligible correlation between frag-

ment parameters and acceptor response. The interpretation that this
author espouses is that the fragments control ignition%, but in the
range of warhead separations investigated, the probability of the
acceptor warhead being impacted by an ignition causing fragment is
essentially unity. The fragments have little influence in the post
ignition response because, although they cause cratering and sometimes
perforation, the areal density is usually insufficient to cause massive
deformation of the target. Thus, although the fragments cause severe
local deformation to the casing, the damage to the explosive is generally
not severe enough to enhance reaction greatly.

The situation discussed above would change with increasing fragment
mass and velocity; eventually an individual fragment would be energetic
enough to cause massive deformation over a significant volume of the
target, with consequent violent reaction. Such is the case for threshold
data from gun firings where there is no loading from explosive products
and where the response of the target is to impact by single fragments.

Reeves' data (Reference 11) covered fragment masses from 1.94 gm to
15.55 gm, impacting against Composition B loaded 105mm M1 HE warheads.
We sponsored acquisition of additional data for identical targets, with
fragments ranging from 75 gm to 300 gm. All fragments were steel, right
circular cylinders, with L/D = 1. The response of the targets was
inferred from post firing examination of a 1.5 cm steel witness plate,
and from recovery of the target fragments. The criterion for a violent
reaction was perforation of the witness plate. All data were obtained

*That the fragments play an important role in the initiation process was

demonstrated by the following: The 50% separation distance for a 105,rn
HEP acceptor and a bare charge donor, of total weight and geometry
similar to a HUF warhead, was measured. The separation threshold for
the bare charge donor was 3.1 cm, as opposed to 119.5 -m for the HEP
donor.
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via the up and down method for small samples 2 l. (The data, with Reeves'
data, are plotted in Figure 9). The fact that both sets of data fall in
a single smooth curve is reassuring, and indicates that no experimental
artifacts have been introduced as a result of different lots of explo-
sive and different experimenters. It is reasonable to expect that the
fragment impact initiation of violent reaction (not classical shock
initiationl) will obey the same mechanism as does interround communica-
tion. If so, the criterion for initiation of violent reaction is that
a critical areal impulse/casing thickness ratio be exceeded. Thus, we
have for the 50% threshold locus of mass versus impact velocity

? mV
A constant.

However,

mV = piV
Ah h

£
1 k = 2r

mV 2prV
W Ah _h

but
1/3

PIT)r = (-)-

so that the criterion becomes

2pV m = constant
h 2pw 7

or

m 1/3 V
h = constant.

2 1Dixon, and Ma1s8y, Introduction to Statistics, 3rd Edition (1971).
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The data of Figure 9 are replotted in Figure 18, where the h is sup-
pressed. The solid curve is a straight line with a slope of -3, and it
"can be seen that the fit is good for over three decades change in mass.
This provides very strong support for a mechanism which leads to an
areal impulse criterion for initiation of violent reaction. Note that
an energy criterion is inconsistent with these data.

V. SHIELDING TECIHIQUES

Concurrently with the mechanistic studies discussed in the previous
section, experiments and analyses were conducted to reduce the proba-
bility of prepagation of detonation. Initially, attention was given to
prevention of mass detonation. As we shall soon see, for several
important applications, prevention of mass detonation is not sufficient.
One must also prevent sequential detonation and violent reactions.

Anderson and Rindner, in 1973, published a report on shielding of
155mm projectiles 2 2 . They found that 2.5 cm steel or 5 cm thick
aluminum plates and bars emplaced between rounds were effective in
preventing propagation of detonation at interround separations down to
S = 23 cm.* We took a similar approach, rather than investigate sleeves,
for example, because it was clear that the latter were less weight
efficient. Using steel tube, or PVC rod (PVC has a much lower shock
impedance than steel, and thus delivers a much weaker shock to the
acceptor for the same impact velocity), we have been able to prevent
mass detonation of Composition B loaded 105mm Ml HE and Composition A-3
loaded M393A1E1 HEP warhedds, where the interround separation, S, was
as small as 5 cm. In nearly all cases, considerable damage occurs to
the acceptor. In the case of the HEP warhead, which has a very thin
skin, it is very difficult to prevent the acceptor from breaking open.
This, of course, creates a considerable problem with fires. A typical
test configuration is shown in Figure 19. All shields were free stand-
ing. A variety of different shield materials and geometries were tested,
for both the Ml !HE and the M393A1E1 HEP warheads. Configurations and
results are presented in Table VI. The data indicate that the principal
shielding mechanism involved was shadowing the acceptor from primary
fragment impacts from the donor warhead. Figure 20 shows graphically
the role of the shield as shadower. The various frames show fragments
from 10.5 cm diameter, Composition B loaded steel cylinders interacting
with shields (mild steel tube, 4.2 cm O, 3.2 cm ID) and 10.5 cm
diameter acceptors. The shields very effectively prevent primary frag-
ment impacts upon the acceptors. In this particular shielding con-
figuration, violent reaction of the acceptor would occur, because of
insufficient shield integrity. A slightly heavier gauge shield (4.2 cm
OD, 2.3 cm ID) was successful in preventing violent reaction of the HEP
acceptors.

22Anderson, C., and Rindner, R., PATR 4425, (1972).

*See Figure 16 for definition of S.
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Table VI. Shielding Data for 105mm Ml and M393 Rounds

Prevented
Burn of Prevented

Projected HE Detonation

Shielding Material Mass (Kg) Dia. (mm) in Acceptor of Acceptor

105 M1 HE

1 ea. solid Al rod 6.01 38.1 yes yes

1 ea. steel pipe 1.27 33.3 no yes

1 ea. steel pipe 1.72 42.2 no yes

1 ea. steel pipe 2.05 48.3 no no

1 ea. steel pipe 1.63 33.4 yes yes

1 ea. steel pipe 2.76 33.4 yes yes

1 ea. steel pipe 1.11 26.7 no yes

1 ea. steel pipe 1.30 21.3 no yes

I ea. steel rod 3.46 33.3 yes yes

i ea. hardwood dowel 0.45 38.1 no yes

,a. steel pipe 2.54 66.6 no yes

4 a. steel pipe 1.28 27.4 no yes

4 en, steel pipe 0.74 20 ' no yes

2 ea. steel rod 1.1 34.9 yes yes

1 ea. steel rod 0.95 17.4 no yes

12 ea. s ceel pipe 2.21 41.2 no yes

105 M393A1E1 HEP

1 ea- steel tube 2.26 42.2 no no

1 ea. steel tube 3.93 42.2 yes yes

2 ea. steel rod 1.90 35.0 no yes

1 ea. steel tube 2.75 48.3 no no

1 ea. wood ½owel 0.31 38.1 no no

1 ea. PVC rod 0.65 38.1 yes yes

1 ea, steel rod 3.13 38.1 no no
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It can be inferred from Table VI that it is relatively easy to
protect the MI lIE shell such that there is no reaction; but it is
difficult to prevent reaction of the M393AIWI "FlP warhead. Indeed,
nearly all shields tested with the MI warheads were successful, and
shield geometry and material did not play a significant role, over the
range tested. While some shield configurations were very effective in
preventing detonation or violent reaction of the IIEP warheads, in nearly
every instance the acceptor warheads were massively deformed and the
casings split open. In nearly every instance some explosive was lost,
either through reaction or through breakup and spillage.

The results above are consistent with the mechanisms described in
the previous section. For both warhead types the shields are effective
in preventing primary fragment impact and, hence, ignition of the
acceptor. However, the shields are ineffectual in preventing massive
deformation and splitting open of the thin skinned HEP rounds. Since
both ignition and deformation are required for detonation or violent
reaction, the shields were effective in preventing immediate violent
reaction or detonation of the acceptors. The damaged HEP warheads are
clearly vulnerable to any ignition source which is presented at a later
time, however. Thus, in order to prevent sequential detonation or
violent reactions after the first event, it is necessary to prevent
splitting of the warhead casing. *

All the tests described above were one-on-one donor and acceptor,
and no provisions were made for nearest neighbor interactions. Several
tests with Ml and with M393AIE1 warheads were made using the configura-
tion shown in Figure 21. These configurations permitted observing (a) the
possibility of primary fragments ricocheting from iicinal warheads to
hit an acceptor and (b) acceptors being hit by shields and then being
forcibly thrown into another shield and warhead. The change in con-
figurations introduced no change in results. Experiments using wax
filled acceptors gave no indication of damage to acceptors from frag-
ments. The deformation of inert loaded warheads separated by the
acceptor from the donor suffered less damage than the acceptor, as might
be expected.

With these apparent successes, some scaled up experiments were
performed using HEP warheads arrayed as in Figure 22 (the number of
warheads involved in each test was determined by the availability of
shielding). In all testc, the cross hatched warhead was detonated in

*The split warheads are particularlZui vulnerable to thernal ignition

sources, which present the greatest threat. Test photographs show that
the fireball lasts for many milliseconds, certainly long enough to
ignite exposed explosive in contact w,tth the fireball. hot metaZ is in
the area long after the fireball has disappeared, of course. It should
also be noted that a damaged round with casing intact is still more
sensitiýve to strazy fragmeyrnt ';pct th Csa udýgd -n.N
quantitative data exist, however, to illu.stratc this last point.
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the dt',siui mode. 'he inte rroutnd sepa ration distancet (,",) was 5 cm.
ShieIds were 3.8 cm diicmter PVC rod. Thh rounds l abeeled with "R"
reaictd sufficientlyv violently to Iwiake ,a small dent in the witness platC.
The warhead marked I"'"Il reacted sli'ficient ly violent IN to pertoratv the
witness plate. For al I pract ical purposes, the warhead detonated. In
tlie fi rst test . an ov rsight was made in that shields were not p1laced
-it tihe posit ions marked with ;inl "x" ill FVigure 22. This oversight was

Corrected in tile second test, and, a l.so, the interround spacing was

increased to 7.5 cm. InI the second test, four of the acceptors dvto-

nat ed.

The trend indicated above was not particulari'ly -,atisfying. An
ana lysis of buffcr motion was nmadeI and it wals found that, depending

uipon the assumiwptions made, the termliinal velocity of the 3.8 cm diameter

PVC buffers was 0.5 - 1.2 Km/s. Measureinients were made of the pressure

delIi vered to nill explosive s ilnlallt by an impacting PVC rod configured

as in FiFgure 23, using minngamin gauges imbedded in the acceptor vwi'head"

The pressure (- 16 Kbnr in the explosive) corresponded to - 1.S Kin/s

impact velocity. The precise valuie of' the shield velocity is unimpor-

tant . Its order of mnagnitude may le extromely important. An unc lamped

ort unimpeded shield traveling lit .111 average velocity of 0.5 Kmi/s will

hare miove,| L.S Ulet, ors iui I Ill i I I i . Conld . This would p1 aice ally tiY inll lpeded

shield outlsidte Of the test array within one millisecond, For events

OCCcll'ilng Iater than - I inseci afte tile initiala detonation, tile shields

will be ineffectual in pt'rotectiwig other warheads. Film coverage of tilt,

first test was examined very careful lv. It was found that there were

foot' sequential explosions, with the ltlst one occurring milliseconds

after the donor detonation. Whi i unI v i xed PVC sh i e lds lire very eff ec -

t i'e in 1rt,'vtnt i tug masls detnonation , t hey are i neffectual 1 in preventin g

seqtll tian I vI oh It react iolns or detonalt ions.

A t hi ird t est wa.. I t,p-t'formed its iI I i t Ie .I'l y t h lie sante con f i s"",.t i oin a

the preOviouls two, with t1 al11l: i nterrountld Sepiar:ation of' 7.5 cm. This

t inle° howvt,'o:'.. S cilm dia IPVC shields were C lIawmped top anwld hot town. C 1am1p-

ilg Was obtained by drilli ing holtes in thli Wit ness plate (I'ottomn) InIl a

I Ciil steel Lcover plate" (etol) , through whhich tl'e PVC rods wer'e inserted.

Ilioii deto na t ion of ttlt- downor warlhead. al13 E;acceptors detowitved. Ill
¶r:ic ing dow-n the sourct' of this egregvgi ous failure, it was determined

that the warheads used in this test woret' TS1 model s which were manu-

factitlretd in 1952 alld sttore-td in ,Japaiin. Tht,se Wa-rheadl.s have been class.i-

f'i ed twitsIafe tfo'l" l'iriing s ince - P9"0, lThe : Iaso hinve a different wallI
(hi cki,•,s th an tilt' M393AIIA, Iaid ill cxc es of' i poniiid more eXp losi.'e.
They thus w'ept'eposent a 1w1110 n110tort sevt' i'e shiiteivding problewn than tile

M393AIFII, vid litt I, rt' t'vlant intI'ol-iU'at ion Calil he obtaineld froill tilth thii'd
test .

-. . ..- -?--. .-- -.
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The results presented above show that the shields are effective in
preventing mass detonation of 105mm MI and M393A1EI warheads. The
shields are inadequate to prevent massive deformation and splitting of
the IIEP warheads and are ineffectual in preventing sequential violent
reactions or detonations. Presumably, both shield motion (which makes
the acceptor warheads vulnerable to subsequent fragment impacts, should
a second round go off) and breakup of the acceptors (which greatly
lowers the conditions necessary for ignition) are strong contributory
factors in sequential reactions.

The assumption was made that splitting of the warhead casing results
from a buildup of internal pressure during the deformation process.
Thus, an attempt was made to use sleeves which would provide additional
stiffness to the warhead. Huffington's analysis indicates that by
increasing the effective wall thickness of the warhead casing deformation
resistance would be increased. For example, a steel sleeve of wall
thickness - 1.3 cm (based on 105mm M2 HE results) should be adequate.
Monolithic-walled sleeves are not particularly weight efficient and the
ring stiffened cylinder shown in Figure 24 was made. This was antici-
pated to be a gross overdesign. Other, simpler, designs were made to
establish a data base. The results, which considerably surprised this
author, are presented in Table VII. The effectiveness of the various
sleeves in preventing cracking of inert acceptor casings is greater
with decreasing outer sleeve thickness and decreasing stiffness. Note,
also, that the lightest weight sleeve tested is the most effective. The
data base and the author's understanding are inadequate to state con-
clusively the reasons for these trends. However, the trends are con-
sistent with cracking of the warhead casing by brittle fracture as a
result of shock loading, rather than by bursting as a result of internal
pressure increase.

The supporting evidence for this mechanism of failure* is strong.
A 105mm M1 HE shell (wax filled) which had failed when subjected to the
environment created by another HE shell detonated at S = 12 cm was
subjected to fractographic analysis by Dr. 6. Moss. The details of his
analysis are attached as Appendix A of this report. The most important
conclusions are that (1) incipient spall occurred on the impacted
casing; (2) the casing failed, beginning at the spalled region; (3) in
the absence of the spall, the casing probably would not have failed;
(4) the spallation could be prevented by reducing the input stress
level. Thus, for this type of warhead, casing failure could be pre-
'vented by using low shock impedance shields.

*Suggested by Dr. G. Moss, of this laboratory.
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Table VII. Sleeve Data for 105mm M393 Rounds

Polyethylene
Outer Sleeve Inner Sleeve Weight

Configuration OD(cm) wt (cm wt(cm) ( Results

ring stiffened 14.6 1.9 - 10.1 broken end,
steel cylinder HE exuded

Concentric 15.2 0.6 0.97 14.3 broken, HE
Sleeves exuded

Concentric 15.2 1.3 0.97 9.3 broken, HE
Sleeves exuded

Concentric 14.0 0.6 0.97 5.5 crack
Sleeves

Concentric 13.5 0.4 1.3 4.2 survived
Sleeves intact

VI. SUMMARY AND CONCLUSIONS

The Tooele T-205 milvwi storage test results were analyzed and it
was concluded that buffering at the milvan level, to prevent propagation
of detonation from milvan to milvan of class 7 stores was ineffectual.
this conclusion obtains independent of whether the buffer milvans are
inert loaded or filled with non mass detonable stores, and necessitated
examination of the means by which detonation and violent reaction are
propagated between individual munitions.

Experiments were conducted to determine the mechanisms of interround
propagation. It was found that the 50% threshold separation distance,
R5O, for a donor warhead to cause a neighboring warhead to detonate or
react violently correlates strongly with the areal impulse density
delivered to the target munition by the explosive products of the donor.
The data are consistent with assuming that ignition is caused by
individual fragment impacts and the violence of the post-ignition re-
action is controlled by the magnitude of the bulk explosive deformation.
Since the yield strength of the explosive is so much less than that of
the warhead casing, the warhead casing controls the explosive deforma-
tion. This leads to a criterion for initiation of violent reaction,
the ratio of delivered impulse per unit area to acceptor warhead casing,
which is useful in predicting threshold separation distances.

While experiments indicated that fragments greatly influence
ignition, no significant correlation between RSO and fragment parameters
such as areal fragment kinetic energy density or impulse density was
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observed. This is explained by assuming that the fragment density
delivered to the target was sufficiently great to saturate target re-
sponse, i.e., ignition was guaranteed under the conditions investigated.
In the regime of masses and velocities where individual fragments
themselves cause violent reaction or detonation, it was shown that, for
right circular steel cylindrical fragments of unity fineness ratio, the
data are consistent with the above mentioned initiation criterion for
over three decades change in mass.

Experiments with various shield materials demonstrated that it is
possible to prevent mass detonation of l0Ssn Ml HE shell and 10Smm
MS93AIEI HEP shell, where the shell were placed only 15.5 cm apart,
center to center. Shields serve primarily as shadowers, to prevent
direct impact of the acceptor by fragments from the donor. Secondly,
the shields serve to reduce the pressure transmitted to the acceptor.
Thus, low shock impedance materials such as polyvinyl chloride were
found to be effective shields. None of the shields were found to be
effective, in the configurations used, in preventing sequential violent
reaction or detonation of HEP warheads. The shields investigated were
unable to prevent massive deformation and breakup of the thin skinned
HEP warheads, which were thus vulnerable to any subsequent ignition
source.
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APPENDIX

SHELL FRACTURE

A. Shell Material

Photomicrographs of unimpacted shell material are shown in Figures
A-1 through A-3, and the Rockwell C hardness of this material was
determined to be 21. It is apparent from this information that the
microstructure is a mixture of pearlite and ferrite (approximately pure
iron), and that the material had been previously deformed, presumably
in a forming operation.

B. Observations and Conclusions About Projectile Fracture

The surfaces at B (Figs. 4-A and S-A) are smooth and shiny, indica-
tive of extensive shear. This is different from the dimpled surfaces
characteristic of spallation from flat parallel plate impacts.

There do not appear to be enough independent surfaces at B to
correspond with the void nucleation rates that should apply to the
ferrite during spallation. Experimental results for Armco iron, which
is approximately the.same as the ferrite of the projectile, indicate
the nucleation rate N can be approximated with the expression

(U-ono)/ol
0 e

13 -3where a is the applied tensile stress, N° = I x 10 sec cm,

0no = -3 x 10 9 dynes/cm2 and oI = -9.5 x 10 dynes/cm2

A range of fragment velocities should be expected from the detonated
warhead (BRL MR 2509, p. 18, 1975), and the given value of 3200 ft/sec
(0.975 mm/psec) falls within this range. A flat plate impact at this
velocity will, according to the Hugoniot for iron, result in a compres-
sive stress of 149 kbars.

Li = 0.975 uma/usec.

u p= (1/2) Ufs = 0.488 mm/psec.

u s= 2.049 + 3.79 u p 3.899 mm/usec.

P = uP u = 149 kbars.-. PS
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Figure A-i.

"•-•.,---x 1-,5 XI00

. - "Nital Etch
View along shell axis

a', *Figure A-2.

X 500
Nital Etch

""View along shell axis

" k.•Figure A-3.

-x 500
Nital Etch"View of radial section
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Figure A5. Schematic of Shell Casing s in I
of Tnterest Pliscu~osed in Text
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A net tensile stress of almost this magnitude will result later by
stress wave reflections. This stress level is substantially greater
than the threshold nucleation stress for void formation in ferrite which
is only 3 kbars, and it is reasonable, therefore, to assume that spall-
ation occurred in the impacted projectile even though the impact was not
of flat parallel plates.

The line of intersection of the 'V-notch" fracture, located approxi-
mately halfway between the inner and outer surfaces of projectile and
between the locations A and B (Figures A-4 and A-S), is within the
region where spallation should occur when there is an impact of plates
of equal thickness.

The "V-notch" between locations A and 8, the impact conditions and
the nature of the material suggests that spallation should have occurred
in a region bounding the midplane of the shell wall. The projectile was
sectioned to check on the occurrence of spallation and to remove the
confusion stemming from the unusually smooth and extensive exposed
fracture surfaces at B (Figure A-S). The section observed (Location F,
Figure A-S) was perpendicular to the projectile axis and is shown in
Figure A-6. The tremendous number of microcracks within the specimen
clearly verifies that there was substantial spall3tion.

It is proposed that the large shear surfaces resulted from the
extensive inward structural bending due to the impact and the existence
of the micropores left by the partial spallation. The stress field in
the vicinity of a pore from this type of loading should be analogous to
the stress field about a cylindrical cavity in a tensile specimen.
Lines of constant shear stress in the plastic zone emanating from such a
void are shown in Figure A-7 where it i3 shown that these lines inter-
sect the void surface at 45 degrees, aad at the top of the sample, the
shear lines are also at 45 degrees to the direction of elongation. To
verify that the shell wall was elongated by the impact, the wall thick-
nesses of the deformed shell were compared with those of an undeformed
shell. The wall thickness measurements of the deformed projectile were
made adjacent to both sides of the fracture on the impact side of the
projectile. These measurements are listed in Table A-1 where it can be
seen that almost all values of (t 0 - tf) are positive, consistent with
the proposed shear fracture model It can be assumed, therefore, that
the structural bending from the impact led to deformation and, thereby,
stress concentions about the internal voids left from the earlier
partial spallation. The voids from the spallation acted as fracture
nuclei from which shear emanated and resulted in the planes of total
separation at approximately 45 degrees to the shell wall. It is evident
that it was the extensive shear that masked the microperes of the
spallation by void coalescence on the shear planes. Evidence of this
can be seen in Figure A-6.

From Point C (Figure A-S) to the tip of the shell, there is a river
pattern (Figure A-S) to the fracture surface and shear lips at the inner
and outer surfaces of the shell. The river pattern feathers outward
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from the centerline of the section and indicates the fracture progressed
from Point C to the tip of the round.

At Point D (Figure A-S), there is a ledge in the fracture surface,
and the river pattern below and above this point is oppositely oriented.
These factors indicate that Point D was a crack nucleation site.

From D to E (Figure A-S), there is a steadily increasing amount of
shear at the inner surface of the shell, and at E the fibrous fracture
surface completely changes orientation. The ridges of the river
pattern reveal that the crack progressed from the nucleation site at D)
toward F.

The partial shear fracture midway between the main fractures were
due to the location of the impact and the change in inertia of the
sample with position, i.e., the inertia at P, was a resistance to the
motion from the impact at P1 (Figure A-9). "

C. Chronological Development of The Main Fracture

iThe crack growth sequence is shown schematically in Figure A-I1.

a. Partial spallation occurred first halfway through the shell
wall under the plane of impact.

h. Shear followed by starting at the voids left by the spallation
and led to separation of the entire cross section under the impact.

c. The crack propagated from the spall zone to the small end of
the round.

d. Fracture nucleated at the small end of the round on the side
opposite the impact.

e c. On the side of the projectile opposite the impact, the crack
propagated from the small to the large end of the round.
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LIST OF SYMBOLS

P pressure in shock wave

u particle velocity in shock wave

U shock velocity

t time

p unshocked explosive density

C sound speed in shocked material

L impacting projectile length

D impacting projectile diameter

v impact velocity of projectile

P yield strengthy

o uniaxial tensile stress
y

d diameter of test specimen

w thickness of test specimen

h thickness of acceptor warhead casing

T radial deflection of target warheads

D midsarface diameter in thin shell analysis

E Youn,'s modulus

i 0 impulse density

J • Poisson's ratio

C0  longitudinal wave speed

ai uniaxial yield stress

"V fragment velocity

E fragment kinetic energy/area

E* Gurney energy
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LIST OF SYMBOLS

P fragment momentum/area

M mass of warhead casing

C mass of explosive

fR distance from center of donor warhead to nearest surface
of acceptor warhead

Rs50  the value of R at which 50% of the acceptors detonate
R0 radius of explosive charge

V average HE product velocity

r radius of impacting projectile

SYMBOLS USED IN APPENDIX

N crack nucleation rate

N empirical constant

"C no empirical constant

01 empirical constant

Ufs free surface velocity

u pparticle velocity

us shock velocity

p pressure behind shock

P initial density
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